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Aries

Libra

Stylos Line

F9000

Simply

Sirio

ISEO Zero1 is a wide range of electronic 
access control devices which meets eve-
ry application and installation exigencies.
You can choose different solutions accor-
ding to door typology and security level 
you need:

- wired devices such as Stylos credential 
readers, control systems and smart so-
lenoid locks;

- off-line battery operated devices which 
don’t require any wiring, such as Aries 
electronic trim set and Libra electronic 
cylinder;

- mechatronic cylinders with power source 
on the key only, such as CSF F9000.

All the present devices, together with 
the ones which will be conceived in the 
future, can be combined to create inte-
grated access control systems sharing 
identification systems (credential) and 
operating logic.

The Iseo Zero1 systems’ functions chan-
ge according to the different features 
and dimensions of the access control 
systems needed by the customers.

SIMPLY
Control system for small and medium 
installations with relative low variations. 
It is based on the use of precoded card 
and without any software on PC. It is the 
electronic version of the mechanical MK 
systems.

SIRIO
It is an advanced access control software 
allowing to manage both on-line and off-
line accesses in an almost transparent 
way for the user. The web technology on 
which it is based, the various autono-
mous device levels and the modern fun-
ctions make it one of the most advanced 
system available on the market, able to 
manage almost infinite users and ga-
tes. The system is totally scalable and 
can manage both small installations and 
installations with thousands of gates in 
different countries or continents. 
SIRIO’s versatility and modularity al-
low to integrate not only access control 
systems, but also video surveillance, 
alarm, time attendance systems, etc.
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This product was no-
minated for the award 
COMPASSO D’ORO ADI by 
ADI Design Index 2013 
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F9000/F9

F9000 mechatronic cylinder has the same installation and easy maintenance features as a mechanical one because 
it doesn’t require any wiring or batteries in the cylinder.
It is compatible with all CSF system’s mechanical cylinders and allows to create mixed plants with different security 
levels according to the different gates to be controlled. F9000 combines the high security of mechanics with the 
flexibility of electronics. It is the ideal solution for the control of gates in any private and public building and for the 
management of common areas and entrances (from the single room to the building).

Key points

The key is non-duplicable, unique and has customized access rights. 

Programming is easy. Even if you lose the key you never lose security (it can be disable immediately).

Energy is on the key and it doesn’t require any wiring.

Electronics simplifies and guarantees future extensions. It allows access management even setting different time shifts.
It memorizes each authorized access and even unauthorized opening attempts.

Each key has customized access right which can be modified at any time according to the different 
building management needs..

Main features
Compatible with Iseo CSF high security mechanical cylinders.

The installation requires only a fixing screw just like a mechanical cylinder.

No batteries in the cylinder allowing utmost reliability in any installation condition.

Data and energy transfer without electric contacts.

1000 keys memorized per each cylinder (standard).

Time profiles management.

Events log both on keys and cylinders.

Easy and effective programming with FLEX or SIRIO software.
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F9000/F9

Technical features

F9000 Mechatronic cylinder
Vertical paracentric mechanic/electronic profile.
6 mechanical pins.
Data and energy transmission with no electric contact.
Up to 23 time shifts setting in the cylinder.
Up to 1,000 keys storage in the cylinder (standard).
Last 1,000 authorized accesses log (standard).
Last 400 non-authorized accesses log (standard).
Opening time: 60 milliseconds.
Authorizations can be modified.
EN1303:2005 “16000C62” classification.
VDS Klasse BZ+ version available.
Cylinder version in compliance to ATEX directive available.
Operating temperature: -20°C/+60°C.
Humidity: max 93% without condensation.

F9 Mechanic CYLINDER
Vertical mechanical multiprofile.
6 mechanical pins.
Anti drill pin in the housing.
EN1303:2005 “16010C60” classification.

(*) Attention: after the expiry of the life time (battery discharge) the key is not recoverable and must be replaced.	
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F9000 
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Complete range on our catalogue Project Line

						    
F9000 EUROPEAN DOUBLE PROFILE NICKEL-PLATED CYLINDER.
With no keys. Mechatronic version (side D),
conventional multi-profile non-duplicable key.
MK coding. Anti-break bar. 30° DIN cam. Fixing screw.

DIMENSION
C

DIMENSION
D

Example				  
Standard function		
Dimension C=30 mm			 
Dimension D=50 mm			 
		

Code 8 2 E A 0 3 0 5 0 9 M

Standard

Double Function

Idle cam

Coding

Package
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L max 120 mm

Complete range on our catalogue Project Line.

Example				  
Double function			 
Dimension C=40 mm			
Dimension D=40 mm			
		

Code 8 2 E E 9 4 0 4 0 9 M

DIMENSION
C

DIMENSION
DStandard

Doppia funzione

Coding

Camma folle

						    
F9000 EUROPEAN DOUBLE PROFILE NICKEL-PLATED CYLINDER.
With no keys. Mechatronic version on both sides,
conventional multi-profile non-duplicable key.
MK coding. Anti-break bar. 30° DIN cam. Fixing screw.

Package

Access 
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Example 				    		
Dimension C=60 mm			
Dimension D=35 mm			
		

Code 8 2 E A 8 6 0 3 5 9 M

DIMENSION
C

DIMENSION
D

Coding

Complete range on our catalogue Project Line.

Example				  
Double function			 
Dimension C=40 mm			
Dimension D=40 mm			
		

Code 8 2 E E 9 4 0 4 0 9 M

Package

						    
F9000 EUROPEAN DOUBLE PROFILE NICKEL-PLATED CYLINDER.
ROUND KNOB. With no keys. Mechatronic version (side D),
conventional multi-profile non-duplicable key.
MK coding. Anti-break bar. 30° DIN cam. Fixing screw.
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F9000 
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Package

Example				    			 
Dimension C=50 mm			
Dimension D=10 mm			
		

Code 8 2 E A 0 5 0 1 0 9 M

						    
F9000 EUROPEAN SINGLE PROFILE NICKEL-PLATED cylinder.
With no keys. Mechatronic version,
conventional multi-profile, non-duplicable key,
8-position cam, fixing screw.

DIMENSION
C

DIMENSION
D

L max 120 mm

Coding

Complete range on our catalogue Project Line.

Access 
control



1-45

X X XX X 1    8  2  F  A 9  M

30
35
40
45
50
55

30
35
40
45
50
55
60
65
70
75
80

0

9

L max 110 mm*

L

F9

DIMENSION
C

DIMENSION
DStandard

Double function

Coding

*Versions on request:
- Total length > 110 mm
- Special lenghts con C=28 mm e /o D =28 (without anti-break bar and without double function)
- Length C=28 mm and D=33 (without anti-break bar and without double function)

						    
F9 EUROPEAN DOUBLE PROFILE NICKEL-PLATED cylinder.
With no keys. 6-pin coding, conventional system.
Protected and registered key profile.
Anti-drill device in the cylinder body. STAINLESS STEEL top pins.
Anti-break bar. 30° DIN cam. Fixing screw

Example 				  
Standard Function			 
Dimension C=30 mm			
Dimension D=60 mm			
		

Code 8 2 F A 0 3 0 6 0 9 M

Complete range on our catalogue Project Line

Package

Idle cam
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F9

Coding

*Versions on request:
- Total length > 110 mm
- Special lenghts con C=28 mm e /o D =28 (without anti-break bar and without double function)
- Length C=28 mm and D=33 (without anti-break bar and without double function)

						    
F9 EUROPEAN DOUBLE PROFILE NICKEL-PLATED cylinder.
ROUND KNOB. With no keys. 6-pin coding, conventional system.
Protected and registered key profile.
Anti-drill device in the cylinder body. STAINLESS STEEL top pins.
Anti-break bar. 30° DIN cam. Fixing screw

Example 				    		
Dimension C=50 mm			
Dimension D=30 mm			
		

Code 8 2 F A 8 5 0 3 0 9 M

Complete range on our catalogue Project Line

Package

Access 
control
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D
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* Version on request:
- Total lenght > 90 mm

						    
F9 EUROPEAN SINGLE PROFILE NICKEL-PLATED cylinder.
With no keys. 6-pin coding, conventional system.
Protected and registered key profile.
Anti-drill device in the cylinder body. STAINLESS STEEL top pins.
8 positions cam. Fixing screw

DIMENSION
C

DIMENSION
D

Coding

Example 				    			 
Dimension C=50 mm			
Dimension D=10 mm			
		

Code 8 2 F A 0 5 0 1 0 9 M

Complete range on our catalogue Project Line

Access 
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Package
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SKI0

MKI0

GMKI

F9
						    
F9 mechanical key.
Nickel silver key.

Coding

Coded key KD/KA Standard

Coded key CK/MK

Coded key GMK

Second delivery

Complete range on our catalogue Project Line
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Package





0700-00473601

800-728722

Cerraduras ISEO Ibérica S.L. 
zero1-es@iseo.com

ISEO France s.a.s.
zero1-fr@iseo.com
+33 1 64835858

ISEO Middle East F.Z.E.
zero1-me@iseo.com
+971 4 2957220

ISEO Beijing
zero1-cn@iseo.com
+8610 58698079

ISEO South Africa (Pty) LTD
zero1-za@iseo.com

c/o: Fiam srl - Via Don Fasola 4
I-22069 Rovellasca (CO)
zero1-it@iseo.com
iseozero1@iseo.com

ITALY

FRANCE

ISEO Deutschland Gmbh
zero1-de@iseo.com

GERMANY

SPAIN

ASIA

UNITED ARAB EMIRATES

SOUTH AFRICA

www. iseo .com    

ISEO Serrature s.p.a.
Via San Girolamo 13
I-22055 Pisogne (BS)
iseo@iseo.com

ISEO Asia Pacific SDN. BHD.
zero1-asia@iseo.com
+603 80753331

900-126356
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